EROSION AND POLLUTION CONTROL NOTES

1. ALL CONTRACTORS SHALL COMPLY WITH THE NORTH CENTRAL TEXAS COUNCIL OF GOVERNMENTS (NCTCOG) MANUAL FOR BEST MANAGEMENT PRACTICES FOR CONSTRUCTION AS IT RELATES TO PREVENTING POLLUTANTS IN STORM WATER DISCHARGE FROM CONSTRUCTION ACTIVITIES.
2. THE CONTRACTOR SHALL INSTALL EROSION AND POLLUTION CONTROL MEASURES AS INDICATED ON THE PLANS AND AS FIELD CONDITIONS WARRANT TO PREVENT OFFSITE MIGRATION OF SOILS OR OTHER POLLUTANTS BY VEHICULAR TRACKING OR IN STORM WATER RUNOFF.  PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION ACTIVITY, INSTALLATION OF CONTROL MEASURES, REPAIRS OR MODIFICATIONS TO THE MEASURES WILL BE MADE BY THE CONTRACTOR IF THE CONTROL MEASURES PROVE INEFFECTIVE OR IF ADDITIONAL CONTROL MEASURES ARE NECESSARY.
3. THE CONTRACTOR SHALL INSTALL THE STABILIZED CONSTRUCTION EXIT AND SHALL TAKE APPROPRIATE MEASURES TO PREVENT TRACKING OF MUD AND/OR SOILS TO OFFSITE PAVEMENT.  THE CONTRACTOR SHALL IMMEDIATELY REMOVE ANY OFFSITE TRACKING THAT OCCURS.
4. ALL STOCKPILED SOILS WILL BE SURROUNDED BY A SILT FENCE, SEDIMENT CONTROL SWALE OR EQUIVALENT MEASURE TO PROPERLY CONTROL SEDIMENT RUNOFF.
5. THE CONTRACTOR SHALL DESIGNATE A CONCRETE TRUCK WASHOUT AREA.  WASTE CONCRETE AND ASSOCIATED WATER AND MATERIAL WILL BE PROPERLY DISPOSED OF IN ACCORDANCE WITH THE APPLICABLE REGULATIONS.
6. THE CONTRACTOR SHALL CONSTRUCT A BERM OR OTHER SPILL PROTECTION MEASURE FOR ANY TEMPORARY FUEL STORAGE TANK(S) ON SITE TO CONTAIN AT LEAST ONE HALF (1/2) OF THE CAPACITY OF EACH TANK.
7. IF SUMP PUMPS ARE USED TO REMOVE WATER FROM EXCAVATED AREAS, THE DISCHARGE SHALL BE FILTERED OR DISCHARGED TO A SETTLING BASIN TO REMOVE SEDIMENT AND OTHER POLLUTANTS BEFORE THE WATER ENTERS A STORM DRAIN OR LEAVES THE SITE.
8. INLET PROTECTION SHALL BE INSTALLED AT ALL ONSITE OR NEW INLETS TO PREVENT SEDIMENT AND SOILS FROM ENTERING THE STORM DRAIN SYSTEM UNTIL PERMANENT VEGETATION IS ESTABLISHED.  INLET PROTECTION SHALL BE DESIGNED TO FILTER ALL FLOW FROM A TWO-YEAR STORM EVENT.  A MEANS OF OVERFLOW OR BYPASS SHALL BE PROVIDED FOR STORM FLOWS GREATER THAN THE TWO-YEAR STORM.
9. CONTROL MEASURES MAY ONLY BE PLACED IN FRONT OF INLETS OR IN CHANNELS, DRAINAGE WAYS OR BORROW DITCHES AT THE CONTRACTOR’S RISK.  CONTRACTOR SHALL REMAIN LIABLE FOR ANY DAMAGE CAUSED BY THE MEASURE INCLUDING FLOOD DAMAGE THAT OCCURS AS A RESULT OF BLOCKED DRAINAGE.
10. AT A MINIMUM, PERIMETER CONTROLS SUCH AS SILT FENCE SHALL BE INSTALLED AT ALL DOWN SLOPE BOUNDARIES OF DISTURBED AREAS AND AS WARRANTED WHERE PAVEMENT REMOVAL, UTILITY CONSTRUCTION, GRADING OR OTHER CONSTRUCTION ACTIVITIES ARE TO BE PERFORMED.  THE CONTRACTOR SHALL AT ALL TIMES TAKE SUCH MEASURES AS NECESSARY TO PREVENT OFFSITE MIGRATION OF SEDIMENT AND DEBRIS.
11. IF DISCHARGE OF SOIL OR OTHER POLLUTANTS OCCURS, THE CONTROL MEASURES SHALL BE EVALUATED AND CHANGES OR ADDITIONAL MEASURES IMPLEMENTED WITHIN SEVEN (7) DAYS TO PREVENT FUTURE DISCHARGES.
12. DAMAGE TO ADJACENT PROPERTY AND/OR TO RECEIVING WATER CAUSED BY IMPROPERLY INSTALLED OR POORLY MAINTAINED EROSION AND POLLUTION CONTROL MEASURES WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.  THIS RESPONSIBILITY INCLUDES REMOVAL AND DISPOSAL OF ANY SILTATION, DEBRIS OR OTHER POLLUTANTS CAUSED BY HIS/HER OPERATIONS AND/OR FAILURE OF THE CONTROL MEASURES.  FAILURE TO ADDRESS THE CAUSES OF DAMAGES WILL RESULT IN A STOP WORK ORDER.
13. THE CONTRACTOR SHALL REMOVE AND PROPERLY DISPOSE OF ACCUMULATED SEDIMENT BEFORE IT REACHES A DEPTH OF SIX (6) INCHES OR IMPAIRS THE EFFECTIVENESS OF THE CONTROL MEASURE.
14. THE OWNER’S REPRESENTATIVE WILL INSPECT THE PROJECT EVERY FOURTEEN (14) DAYS, AT A MINIMUM, AND AFTER EVERY RAIN EVENT OF ONE-HALF INCH OR GREATER TO DETERMINE THE INTEGRITY AND EFFECTIVENESS OF THE EROSION AND POLLUTION CONTROL MEASURES.  A WRITTEN INSPECTION REPORT, SIGNED BY THE PERSON MAKING THE INSPECTION, WILL BE FILED WITH ONSITE POLLUTION CONTROL PLAN AND A COPY OF THE REPORT SENT TO THE CITY FOR THEIR RECORDS.  THIS INSPECTION DOES NOT RELIEVE THE CONTRACTOR OF RESPONSIBILITY FOR INSPECTION AND MAINTENANCE OF THE CONTROL MEASURES.  FAILURE TO FILE REPORTS MAY RESULT IN A STOP WORK ORDER.
15. THE CONTRACTOR SHALL STABILIZE, WITH SOME FORM OF GROUND COVER, ANY AREA WHERE CONSTRUCTION ACTIVITY IS TO BE CEASED (TEMPORARILY OR PERMANENTLY) FOR MORE THAN TWENTY-ONE (21) DAYS.
16. AT THE CONCLUSION OF THE PROJECT, ALL CHANNELS, DRAINAGE WAY AND BORROW DITCHES IN THE WORK ZONE SHALL BE CLEARED OF ANY SEDIMENT AND DEBRIS GENERATED BY THE PROJECT OR DEPOSITED AS A RESULT OF THE EROSION AND POLLUTION CONTROL MEASURES.
17. [bookmark: _GoBack]REVEGETATION OF ALL DISTURBED SOIL SHALL BE INITIATED WITHIN TWENTY-ONE (21) DAYS OF FINAL CONSTRUCTION OPERATIONS.
